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Comments

Check Fluid Levels - Attention Required

CHECKED and OKAY AT THIS TIME MAY REQUIRE FUTURE ATTENTION REQUIRES IMMEDIATE ATTENTION

Window washer 

Transmission 

Brake reservoir

OK   LOW  
Check Battery 

Good

Recharge

Bad

Factory Spec Cold

Cranking Amps

Actual Cold 
Cranking Amps 

Customer Name: Year/Model: Date:

RO/Tag: Mileage:

Check Tires

TREAD DEPTH

Alignment Check Needed Rotation Needed

7/32 or Greater

4/32 to 6/32

3/32 or less

7/32 or Greater

4/32 to 6/32

3/32 or less

Tire Wear Indicates:

7/32 or Greater

4/32 to 6/32

3/32 or less

7/32 or Greater

4/32 to 6/32

3/32 or less

LF RF

LR

LR

LF

RR

RR

RF
WEAR PATTERN/DAMAGE

Over 5mm or 7/32” (Disc) or Over 2mm or 3/32” (Drum)

3 to 5mm 4/32” to 7/32” (Disc) or 1.01 to 2mm (Drum) or 2/32” to 3/32”

Less than 3mm or 4/32” (Disc) or 1mm or 2/32” or less (Drum)

Brake Measurements Not Taken This Service Visit

Check Brakes and Body Damage

LF RF

LR RR

Multi-Point Inspection Report Card as recommended by West Herr Automotive Group

Team / Service Advisor:   

Technician:                          Customer Signature:

Radiator, heater, and air-conditioning hoses for leaks and damage

Oil and/or fluid leaks

Constant velocity (CV) drive axle boots (if equipped)

Exhaust system (leaks, damage, loose parts)

Engine air cleaner filter

Steering and steering linkages

Shocks/struts and other suspension components for leaks and/or damage

Brake system (including lines, hoses, and parking brake) and wheel

End for end-play and bearing noise 

Engine Cooling system, hoses and clamps

Check Following Systems / Components
Check Following Systems / Components

Power steering 

Coolant recovery reservoir 

Engine

Comments

Comments

Check operation of exterior lights

Is New York State Inspection up-to-date

All required maintenance up-to-date

Windshield washer spray, wiper operation and wiper blades

Windshield for cracks, chips and pitting

Accessory drive belt(s)

Check engine light

Comments

Tire pressure set to

factory recommended
PSI   FRONT                            REAR

Good

Battery Terminals (clean if necessary)

Bad
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OK   LOW  
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